




EXTERNAL DIMENSIONS

Length 2,991 mm 9’6”

Width 2,438 mm 8’

Height 2,591 mm 8’6”

INTERNAL DIMENSIONS

Length 2,343 mm 7’8”

Width 2,058 mm 6’9”

Height 2,179 mm 7’2”

OPENINGS

Width 1,100 mm 3’7”

Height 2,000 mm 6’7”

Internal Volume 10.5m3 371 cu ft

Max Payload 7,700 kg 16,980 lb

Max Air Temp Fluctuation +/- 0.25°C

Temperature Range -40°C to +30°C

Max Running Current 17A

Power Connection 380/440V 3 phase 
heavy duty cable with 

5pin/32A CE plug



EXTERNAL DIMENSIONS

Length 6,058 mm 19’11’’

Width 2,438 mm 8’

Height 2,591 mm 8’6”

INTERNAL DIMENSIONS

Length 5,450 mm 17’11’’

Width 2,284 mm 7’6’’

Height 2,298 mm 7’7’’

OPENINGS

Width 2,290 mm 7’6’’

Height 2,264 mm 7’5’’

Internal Volume 28.6 m3 1,010 cu ft

Max Payload 27,620 kg 60,890 lb

Max Air Temp Fluctuation +/- 0.25°C

Temperature Range -40°C to +30°C

Max Running Current 17A

Power Connection 380/440V 3 phase heavy 
duty cable with 5pin/32A 

CE plug



EXTERNAL DIMENSIONS

Length 12,192 mm 40’

Width 2,438 mm 8’

Height 2,896 mm 9’6”

INTERNAL DIMENSIONS

Length 11,584 mm 38’

Width 2,284 mm 7’6’’

Height 2,603 mm 8’7’’

OPENINGS

Width 2,290 mm 7’6’’

Height 2,569 mm 8’5’’

Internal Volume 68.9 m3 2,433 cu ft

Max Payload 29,410 kg 64,84 lb

Max Air Temp Fluctuation +/- 0.25°C

Temperature Range -40°C to +30°C

Max Running Current 17A

Power Connection 380/440V 3 phase heavy 
duty cable with 5pin/32A 

CE plug






