
FREEZE POINT 
°C

FLOWCOOL IG FLOWCOOL PLUS FLOWCOOL BIO

INDUSTRIAL GRADE GLYCOL MONO PROPYLENE GLYCOL BIO-DERIVED GLYCOL
PRODUCT 
VOLUME %

REFRACTIVE 
INDEX

PRODUCT 
VOLUME %

REFRACTIVE 
INDEX

PRODUCT 
VOLUME %

REFRACTIVE 
INDEX

-10 22.1 1.3553 26.7 1.3624 27.4 1.3614

-11 23.8 1.3571 28.6 1.3646 29.5 1.3636

-12 25.4 1.3587 30.4 1.3666 31.4 1.3657

-13 27.0 1.3604 32.0 1.3686 33.2 1.3677

-14 28.5 1.3619 33.6 1.3704 35.0 1.3696

-15 29.9 1.3634 35.1 1.3721 36.6 1.3714

-16 31.3 1.3648 36.5 1.3738 38.2 1.3731

-17 32.6 1.3662 37.8 1.3753 39.6 1.3747

-18 33.9 1.3675 39.0 1.3767 41.0 1.3763

-19 35.1 1.3687 40.2 4.3781 42.4 1.3777

-20 36.3 1.3699 41.4 1.3794 43.7 1.3791

-25 41.5 1.3753 46.3 1.3850 49.2 1.3851

-30 45.8 1.3797 50.4 1.3897 53.6 1.3899

-35 49.5 1.3834 54.2 1.3939 57.3 1.394

-40 52.9 1.3867 57.0 1.3977 60.7 1.3975

GLYCOL DOSING CHART

Keep your chilled water system protected from bacteria corrosion 
and freezing with the correct concentration of glycol.

We recommend flushing and sanitising your system before adding a new water/
glycol solution and regular testing of the water quality.

FREEZE POINT 
°C

FLOWCOOL FS

LOW ORAL TOXITY
PRODUCT 
VOLUME % REFRACTIVE INDEX

-10 26.7 1.3616

-15 35.1 1.3700

-20 41.4 1.3763

-25 46.3 1.3812

-30 50.4 1.3853

-35 54.2 1.3891

-40 57.7 1.3926

ICS Cool Energy provide comprehensive chilled water 
system maintenance programmes which include water 
quality checks, water treatment, glycol concentration 
checks and much more.

For next day delivery or more 
information about our planned 
preventive maintenance call:

0800 774 7406 

WWW.ICSCOOLENERGY.COM/SALES/SERVICES

info@icscoolenergy.com
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-10 22.1 1.3553 26.7 1.3624 27.4 1.3614

-11 23.8 1.3571 28.6 1.3646 29.5 1.3636

-12 25.4 1.3587 30.4 1.3666 31.4 1.3657

-13 27.0 1.3604 32.0 1.3686 33.2 1.3677

-14 28.5 1.3619 33.6 1.3704 35.0 1.3696

-15 29.9 1.3634 35.1 1.3721 36.6 1.3714

-16 31.3 1.3648 36.5 1.3738 38.2 1.3731

-17 32.6 1.3662 37.8 1.3753 39.6 1.3747

-18 33.9 1.3675 39.0 1.3767 41.0 1.3763

-19 35.1 1.3687 40.2 4.3781 42.4 1.3777

-20 36.3 1.3699 41.4 1.3794 43.7 1.3791

-25 41.5 1.3753 46.3 1.3850 49.2 1.3851

-30 45.8 1.3797 50.4 1.3897 53.6 1.3899

-35 49.5 1.3834 54.2 1.3939 57.3 1.394

-40 52.9 1.3867 57.0 1.3977 60.7 1.3975

GLYCOL DOSING CHART

Keep your chilled water system protected from bacteria corrosion 
and freezing with the correct concentration of glycol.

We recommend flushing and sanitising your system before adding a new water/
glycol solution and regular testing of the water quality.
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