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CONTACT

EUROPE WIDE SPECIALIST 
FOR INDUSTRIAL COOLING 
AND HEATING 
The right solution for every requirement.

UK HIRE SERVICE 
SUPPORT NETWORK

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

ICS Cool Energy are temperature control rental specialists, with over 25 years international experience. 

From small local companies to international businesses, we provide cooling and heating solutions that 

contribute to optimum site and business performance.

24/7 EMERGENCY SERVICE
Our team of local engineers are available 24/7, 

365 days a year. We provide full maintenance 

and breakdown cover throughout the duration 

of your rental contract, allowing you to budget 

safely with ICS Cool Energy.

INDUSTRY LEADING PRODUCTS
We offer the latest efficient range of rental 

chillers from 0.3kW – 1,000kW single units. Our 

test procedures ensure that all equipment is 

regularly serviced and upgraded to the best 

condition it can be. Our current ready to operate 

measure gives us a 99.8% success rate.

LARGE NETWORK
With offices in the UK, Ireland and throughout 

Europe, we have built a reliable network with 

links further afield in Asia, Australasia and 

America. Numerous depots, offices and local 

rental application engineers ensure there is 

always someone available at short notice if 

required.

TAILORED SOLUTIONS
We are problem-solvers and provide flexibility in 

terms of packages to suit individual customer 

needs. We are flexible in our approach to ensure 

each client requirement is met. Equipment can 

be supplied within 4 hours for emergency 

solutions or pre-planned to meet scheduled 

maintenance projects which may span many 

months ahead.

DEPOTS

OFFICES

ENGINEERS

SOUTHAMPTON

IRELAND

BIRMINGHAM

LONDON

BRADFORD

GLASGOW

0800 840 4210 
hire@icscoolenergy.com
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OUR SECTORS

INDIVIDUAL SOLUTIONS 
FOR DEMANDING 
APPLICATIONS
ICS Cool Energy provides flexible solutions for a wide variety of business.

WWW.ICS CO O LE N E RGY.COM
THE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.
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CHILLERS

CHILLER 3
—›  CHILLERS

TECHNICAL
DATA SHEETS

CHILLER 5
—›  CHILLERS

Size 652 x 575 x 805 (LxWxH) mm

Stacking Frame 900 x 900 x 930 (LxWxH)

Weight 188 kg

Cooling Capacity 3.2 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C

Fluid Flow 8/40 m3/hr min/max

Max Power Absorbed 2.1 kW

Electrical Supply Voltage Phase 230 V

Max Current Absorbed 9,0 A

Chiller Power Connections 16 CEE or 13 domestic

Sound Pressure Level 63.3 dB(A)

Size 1284 x 560 x 795 (LxWxH) mm

Stacking Frame 1530 x 770 x 960 (LxWxH) mm

Weight 235 kg

Cooling Capacity 5 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 0.4/4.8 m3/hr min/max

Max Power Absorbed 3.19 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 5.9 A

Chiller Power Connections CEE 16 A

Sound Pressure Level 49.7 dB(A)
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CHILLERS

CHILLER 7
—›  CHILLERS

CHILLER 10
—›  CHILLERS

CHILLER 20
—›  CHILLERS

CHILLER 14
—›  CHILLERS

CHILLERS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

Size 1284 x 560 x 795 (LxWxH) mm

Stacking Frame 1530 x 770 x 960 (LxWxH) mm

Weight 240 kg

Cooling Capacity 6.6 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 0.4/4.8 m3/hr min/max

Max Power Absorbed 3.8 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 7.2 A

Chiller Power Connections CEE 16 A

Sound Pressure Level 52.4 dB(A)

Size 1660 x 670 x 1500 (LxWxH) mm

Stacking Frame 1700 x 740 x 1680 (LxWxH) mm

Weight 548 kg

Cooling Capacity 9.9 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 0.7/6.0 m³/hr min/max

Max Power Absorbed 7.9 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 11.0 A

Chiller Power Connections CEE 16 A

Sound Pressure Level 53.1 dB(A)

Size 1310 x 660 x 1400 (LxWxH) mm

Stacking Frame 1700 x 740 x 1680 (LxWxH) mm

Weight 548 kg

Cooling Capacity 14.4 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 1.9/9.1 m3/hr min/max

Max Power Absorbed 7.9 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 12.9 A

Chiller Power Connections CEE 16 A

Sound Pressure Level 53.1 dB(A)

Size 1860 x 760 x 1447 (LxWxH) mm

Stacking Frame 2260 x 805 x 1780 (LxWxH) mm

Weight 670 kg

Cooling Capacity 21 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 1.9/9.1 m3/hr min/max

Max Power Absorbed 11 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 19 A

Chiller Power Connections CEE 32 A

Sound Pressure Level 53.6 dB(A)
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CHILLERS

CHILLER 40
—›  CHILLERS

CHILLER 45
—›  CHILLERS

CHILLER 135
—›  CHILLERS

CHILLER 80
—›  CHILLERS
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CHILLERS

Size 2500 x 1000 x 2300 (LxWxH) mm

Stacking Frame 2620 x 1100 x 2380 (LxWxH) mm

Weight 1303 kg

Cooling Capacity 80 kW

Compressor 2 Maneurope Scroll (1 circuit)

Refrigerant
(Zero ozone deletion potential) 
HFC R 410A

Fluid Flow 5.6/27 m3/hr min/max

Max Power Absorbed 37.0 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 63.0 A

Chiller Power Connections CEE 63 amp

Sound Pressure Level 58 dB(A)

Size 3300 x 1275 x 2200 (LxWxH) mm

Stacking Frame 3800 x 1330 x 2300 (LxWxH) mm

Weight 1800 kg

Cooling Capacity 135 kW

Compressor
2 Maneurope Scroll Compressors 
(2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 22.3/48.0 m3/hr min/max

Max Power Absorbed 43 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 98 (75 Nominal) A

Chiller Power Connections 125amp C Forme 5 pin Plug

Sound Pressure Level 53.6 dB(A)

Size 1860 x 760 x 1447 (LxWxH) mm

Stacking Frame 2260 x 805 x 1770 (LxWxH) mm

Weight 740 kg

Cooling Capacity 40 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 3.0./18 m3/hr min/max

Max Power Absorbed 18 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 32 A

Chiller Power Connections 32amp C Forme Plug

Sound Pressure Level 55 dB(A)

Size 2250 x 770 x 1650 (LxWxH) mm

Stacking Frame 2260 x 805 x 1780 (LxWxH) mm

Weight 844 kg

Cooling Capacity 43.6 kW

Compressor 1 (Scoll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C /410A

Fluid Flow 3.2/18 m3/hr min/max

Max Power Absorbed 21 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 37 A

Chiller Power Connections CEE 63 amp

Sound Pressure Level 55 dB(A)
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CHILLERS

CHILLER 160
—›  CHILLERS
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CHILLERS

CHILLER 230

CHILLER 300
—›  CHILLERS

CHILLER 375
—›  CHILLERS—›  CHILLERS

Size 3100 x 2360 x 2450 (LxWxH) mm

Weight 3700 kg

Cooling Capacity 303 kW

Compressor 2 Maneurope Scroll (2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 39.1/105 m3/hr min/max

Max Power Absorbed 124.7 kW

Electrical Supply Voltage Phase 400/3/50 V

Max Current Absorbed 254 A

Chiller Power Connections 12 mm lugs

Sound Pressure Level 55 dB(A)

Size 3100 x 2360 x 2400 (LxWxH) mm

Weight 3600 kg

Cooling Capacity 375 kW

Compressor 2 Bitzer Screw (2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 39.1/105.0 m3/hr min/max

Max Power Absorbed 111 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 230 A

Chiller Power Connections 12 mm lugs

Sound Pressure Level 54 dB(A)

Size 4015 x 1270 x 2276 (LxWxH) mm

Weight 2213 kg+ 678 wet weight

Cooling Capacity 160 kW

Compressor
4 Maneurope Scroll Compressors 
(2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 410A

Fluid Flow 12.5./56.0 m3/hr min/max

Max Power Absorbed 71 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 119 (109 Nominal) A

Chiller Power Connections 125amp C Forme 5 pin Plug

Sound Pressure Level 62.2 dB(A)

Size 3418 x 2188 x 1989 (LxWxH) mm

Weight 2300 kg

Cooling Capacity 230 kW

Compressor 4 Maneurope Scroll (2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 410A

Fluid Flow 18.8/43 m3/hr min/max

Max Power Absorbed 70.4 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 170 A

Chiller Power Connections 10 mm lugs

Sound Pressure Level 64.6 dB(A)
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CHILLER 500
—›  CHILLERS

CHILLER 760
—›  CHILLERS
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CHILLERS /
LOW TEMP CHILLERS

CHILLERS

CHILLER LT25
—›  CHILLERS

CHILLER 1000
—›  CHILLERS

Size 7000 x 2360 x 2350 (LxWxH) mm

Weight 10,000 kg

Cooling Capacity 1030 kW

Compressor
2 Bitzer Screw (2 circuits) 6 step 
capacity

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 71/177 m3/hr min/max

Max Power Absorbed 339 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 678 A

Chiller Power Connections 12 mm lugs

Sound Pressure Level 63 dB(A)

Size 3300 x 1275 x 2200 (LxWxH) mm

Stacking Frame 3860 x 1330 x 2300 (LxWxH) mm

Weight 1800 kg

Cooling Capacity 25 kW

Compressor 4 Maneurop Reciprocating

Refrigerant
(Zero ozone deletion potential) 
HFC R 404A

Fluid Flow 5.2/18.9 m3/hr min/max

Max Power Absorbed 48 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 98 A

Chiller Power Connections 125 amp C Forme 5 pin Plug

Sound Pressure Level 64 dB(A)

Size 4900 x 2260 x 2430 (LxWxH) mm

Weight 6060 kg

Cooling Capacity 520 kW

Compressor 2 Bitzer Screw (2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 56.8/152.0 m3/hr min/max

Max Power Absorbed 197 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 370 A

Chiller Power Connections 12 mm lugs

Sound Pressure Level 57 dB(A)

Size 5810 x 2310 x 2400 (LxWxH) mm

Weight 7500 kg

Cooling Capacity 760 kW

Compressor
2 Bitzer Screw (2 circuits) 6 step 
capacity

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 50/137 m3/hr min/max

Max Power Absorbed 266 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 500 A

Chiller Power Connections 12 mm lugs

Sound Pressure Level 61 dB(A)
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CHILLER LT250
—›  CHILLERS

CHILLER 135W
—›  CHILLERS

CHILLER 1290W
—›  CHILLERS
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WATER COOLED 
CHILLERS

LOW TEMP CHILLERS / 
WATER COOLED CHILLERS

CHILLER VLT60
—›  CHILLERS

Size 4760 x 1200 x 2250 (LxWxH) mm

Weight 9840 kg

Cooling Capacity 1290 kW

Compressor
2 Bitzer Screw (2 circuits) 6 step 
capacity

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 56/386.4 m3/hr min/max

Max Power Absorbed 435 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 705 (625 Nominal) A

Chiller Power Connections M12 mm lugs

Sound Pressure Level 73 dB(A)

Size 3030 x 2440 x 2595 (LxWxH) mm

Weight 3690 kg

Cooling Capacity 60 kW

Compressor
2 Frascold Screw Compressors (1 
circuit) slide valve capacity control

Refrigerant
(Zero ozone deletion potential) 
HFC R 507A

Fluid Flow 12/30.0 m3/hr min/max

Max Power Absorbed 62.5 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 103 A

Chiller Power Connections 12 mm lugs

Sound Pressure Level 63 dB(A)

Size 4440 x 1960 x 2200 (LxWxH) mm

Weight 5420 kg

Cooling Capacity 250 kW

Compressor 2

Refrigerant
(Zero ozone deletion potential) 
HFC R 404A

Nominal Flow 63 m3/hr

Electrical Supply Voltage Phase 400 V

Max Operating current 540 A

Sound Pressure Level 67 dB(A)

Water Connections PN16

Cooling Circuits 2

Size 3800 x 1330 x 2300 (LxWxH) mm

Weight 1800 kg

Cooling Capacity 135 kW

Compressor 4 Maneurope Scroll (2 circuits)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407C / 410A

Fluid Flow 22.3/48.0 m3/hr min/max

Max Power Absorbed 43 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 103 A

Chiller Power Connections 125 amp C Forme 5 pin Plug

Sound Pressure Level 76.5 dB(A)
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HEAT PUMP 50
—›  HEAT PUMPS

HEAT PUMP 90
—›  HEAT PUMPS

HEAT PUMP 145
—›  HEAT PUMPS
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HEAT PUMPSHEAT PUMPS

HEAT PUMP 175
—›  HEAT PUMPS

Size 3300 x 1275 x 2200 (LxWxH) mm

Stacking Frame 3860 x 1330 x 2300 (LxWxH) mm

Weight 1400 kg

Cooling Capacity 135 kW

Compressor 4 (Scroll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 134A

Fluid Flow 22.3/48 m3/hr min/max

Max Power Absorbed 43 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 98 (75 Nominal) A

Chiller Power Connections 125 amp 5 pin Plug

Sound Pressure Level 64 dB(A)

Size 4518 x 2188 x 1935 (LxWxH) mm

Weight 2411 kg

Cooling Capacity 160 kW

Compressor Scroll

Refrigerant
(Zero ozone deletion potential) 
HFC R 410A

Fluid Flow
14,7 Cooling 33 Heating m3/hr 
min/max

Max Power Absorbed 52,6 Cooling 58,3 Heating kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 135.4 A

Chiller Power Connections 10 mm lugs

Sound Pressure Level 64.2 dB(A)

Size 2550 x 1000 x 2380 (LxWxH) mm

Stacking Frame 2620 x 1100 x 2380 (LxWxH) mm

Weight 1161 kg

Cooling Capacity 80/86.7 kW

Compressor 2 (Scroll)

Refrigerant
(Zero ozone deletion potential) 
HFC R 407C / 410A

Fluid Flow 12.9/27 m3/hr min/max

Max Power Absorbed 37.0 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 53 A

Chiller Power Connections CEE 63 A

Sound Pressure Level 58 dB(A)

Size 1860 x 760 x 1447 (LxWxH) mm

Stacking Frame 2310 x 780 x 1760 (LxWxH) mm

Weight 680 kg

Cooling Capacity 40/45 kW

Compressor 1 

Refrigerant
(Zero ozone deletion potential) 
HFC R 407 C

Fluid Flow 3/18 m³/hr min/max

Max Power Absorbed 18/21 kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 32 A/ 63 A

Chiller Power Connections CEE 32 A / 63 A

Sound Pressure Level 55 dB(A)
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HEAT PUMP 330
—›  HEAT PUMPS

COOLING TOWER 825
—›  COOLING TOWERS

COOLING TOWER 1900
—›  COOLING TOWERS
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COOLING TOWERSHEAT PUMPS / COOLING TOWERS

COOLING TOWER 2000
—›  COOLING TOWERS

Size 4518 x 2188 x 1935 (LxWxH) mm

Weight 2411 kg

Cooling Capacity 293/338 kW

Compressor Scroll

Refrigerant
(Zero ozone deletion potential) 
HFC R410A

Fluid Flow
56 Cooling 63,9 Heating m3/hr 
min/max

Max Power Absorbed 113 Cooling 111 Heating kW

Electrical Supply Voltage Phase 400 V

Max Current Absorbed 235.6 A

Chiller Power Connections 10 mm lugs

Sound Pressure Level 58.2 dB(A)

Size 3343 x 2429 x 2100 (LxWxH) mm

Weight 2600 kg Water / 1340 kg Dry

Design Wet Bulb Temp 21 °C

Design Fluid In/Out 34/27 °C

Working Flowrate 101.4 m³/hr

Water Volume 1260 I 

Water Connection (make up) 2 inches

Electrical Supply Voltage Phase 400 V

Chiller Power Connections CEE 32 A

Max Power Absorbed 11 kW

Max Current Absorbed 22 A

Sound Pressure Level 71 dB(A)

Size 5216 x 2429 x 2300 (LxWxH) mm

Weight 5360 kg Water / 2290 kg Dry

Design Wet Bulb Temp 21 °C

Design Fluid In/Out 34/27 °C

Working Flowrate 233.4 m³/hr

Water Volume 3070 I 

Water Connection (make up) 2 inches

Electrical Supply Voltage Phase 400 V

Chiller Power Connections CEE 63 A

Max Power Absorbed 30.0 kW

Max Current Absorbed 56.0 A

Sound Pressure Level 76 dB(A)

Size 6100 x 2500 x 2800 (LxWxH) mm

Weight 7000 kg Water / 4500 kg Dry

Design Wet Bulb Temp 20 °C

Design Fluid In/Out 35/30 °C

Working Flowrate 30/86.1 m³/hr

Water Volume 2,500 I 

Water Connection (make up) 2 inches

Electrical Supply Voltage Phase 400 V

Chiller Power Connections 63 A C forme plug

Max Power Absorbed 22 kW

Max Current Absorbed 43 A

Sound Pressure Level 63 dB(A)
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DAC 250
—›  DRY AIR COOLERS

FAN COIL 30-50
—›  FAN COILS

FAN COIL 25
—›  FAN COILS
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FAN COILSDRY AIR COOLERS

DAC 500
—›  DRY AIR COOLERS

Size 4100 x 1200 x 1660 (LxWxH) mm

Weight 850 kg

Cooling Capacity 250 kW

Air on Temperature 25 °C

Water 40 °C

Water 30 °C

Fluid Pressure Drop 81.8 kPa

Max Working Pressure 12

Fan Diameter 910 mm

Air Flow 78,470 m3/hr

Electrical Supply Voltage Phase 400 V

Power Connections 16 Amp 5 pin BS4343 Plug

Max Power Absorbed 7.63 kW

Max Current Absorbed 13.2 A

Sound Pressure Level 61 dB(A)

Power Sound Level 93 dB(A)

Size 5056 x 2350 x 2652 (LxWxH) mm

Weight 2821 kg

Cooling Capacity 500 kW

Air on Temperature 25 °C

Water 40 °C

Water 35 °C

Fluid Pressure Drop 70 kPa

Max Working Pressure 8

Fan Diameter 910 mm

Air Flow 159,975 m3/hr

Electrical Supply Voltage Phase 400 V

Power Connections 32 Amp 5 pin BS4343 Plug

Max Power Absorbed 11.4 kW

Max Current Absorbed 26.4 A

Sound Pressure Level 63 dB(A)

Power Sound Level 97 dB(A)

Size 1200 x 750 x 2100 (LxWxH) mm

Weight 380 kg

Nominal Cooling Duty 25 kW

Air off Temperature 20 °C

Air on Temperature 25 °C

Fluid Pressure Drop 36 kPa

Coil Water Volume 20 I

Water Connections Bauer 2 inches

Air Flow 2800 m3/h

Max Current Absorbed 6 A

Max Power Absorbed 4 kW

Power Connections 16 amp 3 pin plug

Power Sound Level 64 dB(A)

Size 588 x 426 x 1840 (LxWxH) mm

Weight 102 kg

Nominal Cooling Duty 32 kW

Air off Temperature 10 °C

Air on Temperature 50 °C

Fluid Pressure Drop 45 kPa

Coil Water Volume 10 I

Water Connections Camlock 1 inch

Air Flow 3200 m3/h

Max Current Absorbed 3.6 A

Max Power Absorbed 2 kW

Power Connections 3 pin

Power Sound Level 59 dB(A)
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FAN COIL 50
—›  FAN COILS
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FAN COILS

FAN COIL 50 - 75
—›  FAN COILS

FAN COIL 50 - 75 V2
—›  FAN COILS

WWW.ICS CO O LE N E RGY.COM

FAN COILS 

Size 1500 x 750 x 2250 (LxWxH) mm

Weight 600 kg

Nominal Cooling Duty 50 kW

Air off Temperature 20 °C

Air on Temperature 25 °C

Fluid Pressure Drop 36 kPa

Coil Water Volume 25 I

Water Connection Camlock 1 inch

Air Flow 5040 m3/h

Max Current Absorbed 10 A

Max Power Absorbed 2.4 kW

Power Connections 16 C Forme plug

Power Sound Level 64 dB(A)

Size 842 x 426 x 1840 (LxWxH) mm

Weight 200 kg

Nominal Cooling Duty 53 kW

Air off Temperature 10 °C

Air on Temperature 50 °C

Fluid Pressure Drop 43 kPa

Coil Water Volume 20 I

Water Connections Camlock 1 inch

Air Flow 4800 m3/h

Max Current Absorbed 6 A

Max Power Absorbed 2 kW

Power Connections 3 pin

Power Sound Level 59 dB(A)

Size 1300 x 790 x 1970 (LxWxH) mm

Weight 200 kg

Nominal Cooling Duty Cooling 50 Heating 100 kW

Air off Temperature Cooling 20 Heating 70 °C

Air on Temperature Cooling 25 Heating 70 °C

Fluid Pressure Drop 36 kPa

Coil Water Volume 25 I

Water Connections Camlock 1 inch

Air Flow 5000 m3/h

Max Current Absorbed 6.5 A

Max Power Absorbed 1.55 kW

Power Connections 16 amp 3 Pin Plug

Power Sound Level 45 dB(A)
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AIR HANDLER 150
—›  AIR HANDLER UNITS

AIR HANDLER 350
—›  AIR HANDLER UNITS

AIR HANDLER 150 V2
—›  AIR HANDLER UNITS
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AIR HANDLER UNITSAIR HANDLER UNITS

AIR HANDLER 150 C
—›  AIR HANDLER UNITS

Size 2400 x 1800 x 1620 (LxWxH) mm

Weight 900 kg

Cooling Capacity 150 kW

Air off Temperature 20 °C

Air on Temperature 25 °C

Fluid Pressure Drop 22.6 kPa

Air Flow 15,000 m3/h

Max Power Absorbed 5.5 kW

Max Current Absorbed 10.8 A

Fluid Coupling Type 1” Camlock Std

Power Sound Level 75 dB(A)

Size 2610 x 1270 x 2610 (LxWxH) mm

Weight 660 kg

Cooling Capacity 150 kW

Air off Temperature 20 °C

Air on Temperature 25 °C

Fluid Pressure Drop 22.6 kPa

Air Flow 20,000 m3/h

Max Power Absorbed 11 kW

Max Current Absorbed 20 A

Fluid Coupling Type PN16 flange/bauer Std

Power Sound Level 76 dB(A)

Size 2400 x 1800 x 1620 (LxWxH) mm

Weight 900 kg

Cooling Capacity 150 kW

Air off Temperature 20 °C

Air on Temperature 25 °C

Fluid Pressure Drop 22.6 kPa

Air Flow 15,000 m3/h

Max Power Absorbed 5.5 kW

Max Current Absorbed 10.8 A

Fluid Coupling Type 1” Camlock Std

Power Sound Level 75 dB(A)

Size 3150 x 2450 x 2300 (LxWxH) mm

Weight 1000 kg

Cooling Capacity 350 kW

Air off Temperature 20 °C

Air on Temperature 25 °C

Fluid Pressure Drop 30 kPa

Air Flow 40000 m3/h

Max Current Absorbed 38 A

Max Power Absorbed 22 kW

Fluid Coupling Type PN16 flange/bauer Std

Power Sound Level 63 dB(A)
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FAN COIL LTDX SYSTEMS

FAN COIL 5 LT
—›  FAN COIL LT

FAN COIL 10 LT
—›  FAN COIL LT

DX 17 LOW TEMP
—›  DX SYSTEMS

Size
Internal 2570 x 110 x 1170  
External 2140 x 940 x 2400 
(LxWxH) mm

Weight Internal 650 / External 830 kg

Air Flow 13000 m3/h

Cooling Capacity 17 kW

Evaporation Temperature min -35 °C, max -10 °C

Refrigerant
(Zero ozone deletion potential) 
HFC R404a

Fans Internal 2 External 6

Voltage 400/3/50

Electrical Connections CEE 63 A

Sound Pressure Level 46 dB(A) @10m

Size 1300 x 820 x 1970 (LxWxH) mm

Weight 120 kg

Cooling Capacity 5.2 kW

Min/Max Air Off Temperature -5/20 °C

Max Working Pressure 6 Bar

Evaporator Water Volume 6 I

Condensate Connection 37/¾ inch

Electrical Supply Voltage Phase 400 V

Power Connections 16 C forme Plug

Max Power Absorbed 0.4/4 kW

Max Current Absorbed 0.75/6 A

Total Number Fans 1 x 0.4kW each

Air Flow 3,240 m³/h

Max Air Throw 22 m

Sound Pressure Level 62 dB(A)

Size 1720 x 880 x 880 (LxWxH) mm

Weight 170 kg

Cooling Capacity 10 kW

Min/Max Air Off Temperature -5/20 °C

Max Working Pressure 10 Bar

Evaporator Water Volume 12 I

Condensate Connection Camlock 1 inch

Electrical Supply Voltage Phase 400 V

Power Connections 16 A C forme Plug

Max Power Absorbed 0.8/8 kW

Max Current Absorbed 1.5/12 A

Total Number Fans 2 x 0.4kW each

Air Flow 6,480 m³/h

Max Air Throw 25 m

Sound Pressure Level 64 dB(A)
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FAN COIL LT / 
EVAPORATOR
COOLERS

FAN COIL 10LT V2
—›  FAN COIL LT

BREEZE AIR
—›  EVAPORATOR COOLERS

FAN COIL 50LT
—›  FAN COIL LT

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

FAN COIL LT

FAN COIL 25LT
—› FAN COIL LT

Size 3200 x 1253 x 1600 (LxWxH) mm

Weight 848 kg

Cooling Capacity 50 kW

Min/Max Air Off Temperature -20 / +10 °C

Max Working Pressure 6 Bar

Evaporator Water Volume 78 I

Condensate Connection Camlock 1 inch

Electrical Supply Voltage Phase 400 V

Power Connections 32 C forme Plug

Max Power Absorbed 2.4/30 kW

Max Current Absorbed 5.6/30 A

Total Number Fans 2 x 0.4 kW each

Air Flow 27700 m³/h

Max Air Throw 40 m

Sound Pressure Level 63 dB(A)

Size 920 x 980 x 1310 (HxWxD) mm

Weight 100 kg

Max Air Flow 8210 m³/h

Current Consumption 4.0 Amps

Power Supply 230/1/50 (1.5mm2)

Max Power Absorbed 1.0 kW

Power Connections 13 amp standard plug

Power Sound Level 90 @10m dB(A)

Water Reservior 100 Litres

Size 2200 x 760 x 800 (LxWxH) mm

Weight 239 kg

Cooling Capacity 10 kW

Min/Max Air Off Temperature -5/20 °C

Max Working Pressure 6 Bar

Evaporator Water Volume 12 I

Condensate Connection Camlock 1 inch

Electrical Supply Voltage Phase 400 V

Power Connections 16 A C forme Plug

Max Power Absorbed 0.8/8kW

Max Current Absorbed 1.5/12 A

Total Number Fans 2 x 0.4kW each

Air Flow 6,480 m³/h

Max Air Throw 25 m

Sound Pressure Level 64 dB(A)

Size 1800 x 1000 x 1630 (LxWxH) mm

Weight 285 kg

Cooling Capacity 25 kW

Min/Max Air Off Temperature -20/+10 °C

Max Working Pressure 16 Bar

Evaporator Water Volume 14 I

Condensate Connection Hose Tail ¾ inch

Electrical Supply Voltage Phase 400 V

Power Connections 16 C forme Plug

Max Power Absorbed 1.75 / 5.4 kW

Max Current Absorbed 3.8 / 7.2 A

Total Number Fans 1 x 1.75kW each

Air Flow 15,485 m³/h

Max Air Throw 30 m

Sound Pressure Level 47 dB(A)
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EVAP COOL 48
—›  EVAPORATOR COOLERS

EVAPORATOR 
COOLERS / 
SPOT COOLERS

EVAPORATOR COOLERS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

EVAP COOL 60
—›  EVAPORATOR COOLERS

SPOT COOLER 6.7
—›  SPOT COOLERS

COM COOL
—›  EVAPORATOR COOLERSS

Size 640 x 500 x 1600 (LxWxH) mm

Weight 100 kg

Air Connections None

Air Flow 5165 m³/h

Current Consumption 2.0 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 0.8 kW

Power Connections 13 amp standard plug

Size 690 x 530 x 1080 (LxWxH) mm

Weight 86 kg

Air Connections 2 x 6”/150 mm

Air Flow 1170 m³/h

Current Consumption <9 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 2.0 kW

Power Connections 13amp standard plug

Power Sound Level 66 dB(A)

Nominal Cooling Duty 6.7 kW

Size 620 x 375 x 868 (LxWxH) mm

Weight 13 kg

Suitable Cooling Area 57 m2

Fan Speed 3

Water Tank Capacity 48 I

Power Consumption 140 W

Air Flow 1800 m³/h

Size 700 x 466 x 1017 (LxWxH) mm

Weight 18 kg

Suitable Cooling Area 80 m2

Fan Speed 3

Water Tank Capacity 60 I

Power Consumption 220 W

Air Flow 2610 m³/h
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SPOT COOLERS

SPOT COOLER 7.3
—›  SPOT COOLERS

SPOT COOLER 8.2
—›  SPOT COOLERS

SPOT COOLERS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
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SPOT COOLER 10.2
—›  SPOT COOLERS

SPOT COOLER 7.3 V2
—›  SPOT COOLERS

Size 560 x 560 x 1250 (LxWxH) mm

Weight 95 kg

Air Connections 2 x 6”/150 mm

Air Flow 960 m³/h

Current Consumption 12.3 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 2.6 kW

Power Connections 13 amp standard plug

Power Sound Level 66 dB(A)

Nominal Cooling Duty 7.3 kW

Size 970 x 1200 x 665 (LxWxH) mm

Weight 130 kg

Air Connections 4 x 8” ducts mm

Air Flow 2000 m³/h

Current Consumption 12.5 A

Power Supply 230/1/50 V / ph / Hz

Power Connections 13 amp standard plug

Power Sound Level 69 dB(A)

Nominal Cooling Duty 10 @ 22°C in 28°C ambient kW

Size 620 x 500 x 1250 (LxWxH) mm

Weight 85 kg

Air Connections 12” (305m) & 6” twin ducts mm

Air Flow 1020 m³/h

Current Consumption 12 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 2.5 kW

Power Connections 13 amp standard plug

Power Sound Level 55 dB(A)

Nominal Cooling Duty 7.3 @ 22°C in 28°C ambient kW

Size 690 x 530 x 1110 (LxWxH) mm

Weight 97 kg

Air Connections 3 x 6”/150 mm

Air Flow 1500 m³/h

Current Consumption 9.5 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 2.2 kW

Power Connections 13 amp standard plug

Power Sound Level 69 dB(A)

Nominal Cooling Duty 8.2 @ 22°C in 28°C ambient kW
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AIR CONDITIONERS
/ COLD STORES

CE 4.4
—›  AIR CONDITIONERS

CE 3.5
—›  AIR CONDITIONERS

ACRTIC STORE 10
—›  COLD STORES

COOL CLIMA 7.3
—›  AIR CONDITIONERS

AIR CONDITIONERS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

Size 355 x 471 x 850 (LxWxH) mm

Weight 34.5 kg

Air Connections 130 & 1.5 hose mm

Air Flow 450 m³/h

Current Consumption 7.8 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 1.69 cool / 1.73 heat kW

Power Connections 13 amp standard plug

Power Sound Level 56 dB(A)

Nominal Cooling Duty 4.4 @ 22°C in 28°C ambient kW

Internal Size 2360 x 2292 x 2230 (LxWxH) mm

External Size 3000 x 2450 x 2620 (LxWxH) mm

Max Air Temp Fluctuation 0.5°C

Temp Range -40°C to +60°C

Internal Volume 12.5 m³

Power Connections
380/440v 3phase heavy duty cable 
with 5pin/32A CE plug

Ramp Yes - 500 kg

Doors Yes - 2

Size 400 x 370 x 760 (LxWxH) mm

Weight 33 kg

Power Consumption 1330 W

Heating Capacity 3.5 kW

Cooling Capacity 3.5 kW

Air Flow Volume Max. 350 m³/hr

Operating Current 6.1 cool / 6.0 heat kW

Refrigerant
(Zero ozone deletion potential) 
HFC R410a/330kg

Internal Size 380 x 820 x 1350 (LxWxH) mm

External Size 360 x 582 x 460 (LxWxH) mm

Internal Weight 86 kg

External Weight 18 kg

Internal Power Sound Level 58.4 dB(A)

External Power Sound Level 62 dB(A)

Air Flow 1450 m³/h

Current Consumption 11 A

Power Supply 230/1/50 V / ph / Hz

Max Power Absorbed 4 kW

Power Connections 13 amp standard plug

Nominal Cooling Duty 7.3 @ 26°C in 30°C ambient kW

Refrigerant
(Zero ozone deletion potential) 
HFC R442D / 1.1 kg
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COLD STORES /
BOILERS

ELECTRIC BOILER 19A
—›  BOILERS

COOL STORE 3006
—›  COLD STORES

COLD STORES

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

ARCTIC STORE 40
—›  COLD STORES

ARCTIC STORE 20 
—›  COLD STORES

Size 600 x 550 x 1220 (LxWxH) mm

Weight (Including Trolley) 55 kg

Heat Capacity 3 kW (1) 11 kW (2) 19 kW (3) kW

Temp Range 20 - 80°C

Control Digital

Circulation Pump GN 25/60 2 m³/h

Heating Connection 1” Camlock

Volume of Expansion Tank 10 Litre

IP Rating IP 54

Recommended Operating 
Pressure

1.5 - 2.0 Bar (Safety Valve is 3.0 
Bar)

Power Supply
240/1/50 (1) 415/3/50 (2+3) V / 
ph / Hz

Electrical Connections
3 pin domestic (1) CEE 16A (2) 
CEE 32A (3)

Internal Size 4810 x 2580 x 2240 (LxWxH) mm

External Size 6055 x 2950 x 2765 (LxWxH) mm

Weight 2150 kg

Internal Stacking Height 1850 mm

Door Dimensions 1400 x 2100 mm

Height to Threshold 330 mm

Insulation Thickness 170 mm

Cooling Capacity @ -30°C evaporation 5 kW

Temp Range -25°C to +15°C

Refrigerant
(Zero ozone deletion potential) 
HFC R404A

Electrical Connections BS4343 plug 32amp 5 pin plug

Pallet Capacity 12 (Euro: 800 x 1,200mm)

Sound Pressure Level 67 dB(A)

Ramp Emergency Door Release

Strip Curtain Personnel Alarm

Internal Size
11560 x 2292 x 2230/2530 
(LxWxH) mm

External Size
12193 x 2450 x 2620/2900 
(LxWxH) mm

Max Air Temp Fluctuation 0.5°C

Temp Range -40°C to +60°C

Internal Volume 69 m³

Power Connections
380/440v 3phase heavy duty cable 
with 5pin/32A CE plug

Ramp Yes 

Doors Yes 

Internal Size 5427 x 2292 x 2230 (LxWxH) mm

External Size 6058 x 2450 x 2620 (LxWxH) mm

Max Air Temp Fluctuation 0.5°C

Temp Range -40°C to +60°C

Internal Volume 28.8 m³

Power Connections
380/440v 3phase heavy duty cable 
with 5pin/32A CE plug

Ramp Yes - 500 kg

Doors Yes - 2
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BOILERS

ELECTRIC BOILER 40A
—›  BOILERS

ELECTRIC BOILER 40
—›  BOILERS

BOILERS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

ELECTRIC BOILER 36
—›  BOILERS

ELECTRIC BOILER 20
—›  BOILERS

Size 670 x 550 x 1260 (LxWxH) mm

Weight (Including Trolley) 63 kg

Heat Capacity 8 kW (1) 16 kW (2) 40 kW (3) kW

Temp Range 20°C - 80 °C

Control Digital

Circulation Pump 2 m³/h

Heating Connection 1”  Camlock

Volume of Expansion Tank 12 Litre

IP Rating IP 54

Recommended Operating 
Pressure

1.5 - 2.0 Bar

Power Supply
240/1/50 (1) 415/3/50 (2+3) V / 
ph / Hz

Electrical Connections
CEE 16A (1) CEE 32A (2) 
CEE 63A (3)

Size 600 x 550 x 1220 (LxWxH) mm

Weight (Including Trolley) 55 kg

Heat Capacity 19 kW

Temp Range 20°C - 80 °C

Control Digital

Circulation Pump 2 m³/h GN 25/60 m³/h

Heating Connection 1” Camlock

Volume of Expansion Tank 10 Litre

IP Rating IP 54

Recommended Operating 
Pressure

1.5 - 2.0 Bar (Safety Valve is 3.0 
Bar)

Power Supply 415/3/50 V / ph / Hz

Electrical Connections CEE 32A

Size 600 x 550 x 1100 (LxWxH) mm

Weight (Including Trolley) 60 kg

Heat Capacity 36 kW

Heating Control 20°C - 85°C

Control Digital

Circulation Pump 2 m³/h

Max Operating Temp. 85°C

Volume of Expansion Tank 10 Litre

IP Rating IP 44/F

Recommended Operating 
Pressure

3

Power Connection CEE 400V / 63A

Size 670 x 550 x 1260 (LxWxH) mm

Weight (Including Trolley) 63 kg

Heat Capacity 40 kW

Temp Range 20°C - 80 °C

Control Digital

Circulation Pump 2 m³/h

Heating Connection 1” Camlock

Volume of Expansion Tank 12 Litre

IP Rating IP 54

Recommended Operating 
Pressure

1.5 - 2.0 Bar

Power Supply 415/3/50 V / ph / Hz

Electrical Connections CEE 63A
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BOILERS

THE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

BOILER 150V2
—›  BOILERS

BOILER 150
—›  BOILERS

Size 2690 x 1200 x 2275 (LxWxH) mm

Weight 1530 kg

Heating Power 150 kW

Heating Mode 20°C - 90°C

Temperature (Supply/Return) 90°C / 70°C

Water Connections 2”/DN 50

Boiler Fuel Consumption at full 
load	

Diesel 15.5 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas 17.4 m³/hr

Part Load turn down Diesel 2 : 1

Part Load turn down Gas 6 : 1

Safety Valve 3 Bar

Expansion Vessel 200 Litre

Power Supply 230/1/50 V / ph / Hz

Electrical Supply CEE 16A

BOILERS

BOILER 600
—›  BOILERS

BOILER 300
—›  BOILERS

WWW.ICS CO O LE N E RGY.COM

Size 2500 x 1650 x 2450 (LxWxH) mm

Weight 2350 kg

Heating Power 150 kW

Water Connections 2”/DN 50 Heating & Hot water

Boiler Fuel Consumption at full 
load	

Diesel 15.5 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas 17.4 m³/h

Part Load turn down Diesel 2 : 1

Part Load turn down Gas 6 : 1

Safety Valve 3 Bar

Power Supply 230/1/50 V / ph / Hz

Electrical Supply CEE 16A

Size 2990 x 1200 x 2475 (LxWxH) mm

Weight 1875 kg

Heating Power 300 kW

Heating Mode 20°C - 90°C

Temperature (Supply/Return) 90°C / 70°C

Water Connections 2”/DN 50

Boiler Fuel Consumption at full 
load	

Diesel 31 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas 34.8 m³/h

Part Load turn down Diesel 2 : 1

Part Load turn down Gas 6 : 1

Safety Valve 3 Bar

Expansion Vessel 300 Litre

Power Supply 230/1/50 V / ph / Hz

Electrical Supply CEE 16A

Size 4550 x 2440 x 2450 (LxWxH) mm

Weight 5000 kg

Heating Power 600 kW

Heating Mode 20°C - 90°C

Temperature (Supply/Return) 90°C / 70°C

Water Connections 4”/DN 50

Boiler Fuel Consumption at full 
load	

Diesel 62 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas 64.2 m³/h

Part Load turn down Diesel 2 : 1

Part Load turn down Gas 6 : 1

Safety Valve 3 Bar

Expansion Vessel 500 Litre

Power Supply 400/3/50 V / ph / Hz

Electrical Supply CEE 16A
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BOILERS /
FUEL TANKS

BOILER PLANT ROOM 600
—›  BOILERS

BOILERS

BOILER 1300
—›  BOILERS

BOILER PLANT ROOM 300
—›  HEATERS

Size 6058 x 2435 x 2590 (LxWxH) mm

Weight 6100 kg

Heating Power 1300 kW

Heating Mode 55°C - 90°C

Temperature (Supply/Return) 90°C / 70°C

Water Connections 6”/DN 150

Boiler Fuel Consumption at full 
load	

Diesel 143 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas N/A

Part Load turn down Diesel 2 : 1

Safety Valve 6 Bar

Expansion Vessel 500 Litre

Power Supply 400/3/50 V / ph / Hz

Electrical Supply CEE 32A

Size 2850 x 2200 x 2260 (LxWxH) mm

Weight 2400 kg

Heating Power 300 kW

Temperature (Supply/Return) 90°C / 20°C

Flow Rate (20K) 12.9 m³/h

Flow Rate Hot Water 4.2 m³/h

Water Connections Heating 2”/DN 50

Water Connections Hot Water 2”/DN 50

Boiler Fuel Consumption at full 
load

Diesel 29.1 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas 34.8 m³/h

Part Load turn down Diesel 2 : 1

Part Load turn down Gas 6 : 1

Safety Valve 3 Bar

Expansion Vessel 300 Litre

Power Supply 230/1/50 V / ph / Hz

Electrical Supply CEE 16A

Size 3410 x 2440 x 2590 (LxWxH) mm

Weight 4300 kg

Heating Power 600 kW

Temperature (Supply/Return) 90°C / 20°C

Flow Rate (20K) 8.2 m³/h

Flow Rate Hot Water 25.8 m³/h

Water Connections Heating 2.5”/DN 65

Water Connections Hot Water 2.5”/DN 65

Boiler Fuel Consumption at full 
load

Diesel 60.5 Litres/hr

Boiler Fuel Consumption at full 
load	

Gas 67 m³/h

Part Load turn down Diesel 2 : 1

Part Load turn down Gas 6 : 1

Safety Valve 3 Bar

Expansion Vessel 500 Litre

Power Supply 400/3/50 V / ph / Hz

Electrical Supply CEE 16A

FUEL TANK 910
—›  FUEL TANKS

Size 1153 x 1152 x 1318 (LxWxH) mm

Weight 509/1377 kg Unladen/Laden

Capacity (brim full) 978 l

Brund Material (thickness) S 235 (3mm)

Inner Tank Material (thickness) S 235 (3mm)

Design Approvals ADR IBC Type 31A

Design Standards
Bunded to COP Regulations 
(PPG2)

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.
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FUEL TANK 2900
—›  FUEL TANKS

FUEL TANKS

FUEL TANK 9000
—›  FUEL TANKS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

CALORIFIER
—›  CALORIFIERS

FAN HEATER 3
—›  HEATERS

CALORIFIERS 
/ HEATERS

Size 2300 x 1550 x 1320 (LxWxH) mm

Weight 991/3691 kg Unladen/Laden

Capacity (brim full) 2900 l

Brund Material (thickness) S 235 (3mm)

Inner Tank Material (thickness) S 235 (3mm)

Design Approvals ADR IBC Type 31A DOT, UL

Design Standards
Bunded to COP Regulations 
(PPG2)

Size 2700 x 2300 x 2560 (LxWxH) mm

Cabinet Depth 680 mm

Weight 2750/10850 kg Unladen/Laden

Capacity 9000 Litres

Capacity 1979 Gallons

Brund Material (thickness) S 235 (4mm)

Design Standards BS799 & PPG2

Storage Capacity 958 Litre

Top coil surface area 1.12 m2

Top coil volume 7.9 Litre

Bottom coil surface area 2.45 m2

Bottom coil volume 17.1 Litre

Maximum operating pressure 
(primary - coil)

10 bar

Maximum operating pressure 
(secondary - storage)

10 bar

Maximum operating temperature 
(primary - coil)

110°C

Maximum operating temperature 
(secondary - storage)

70°C

Weight empty 275 kg

Standby losses 0.20 kW/h

Continuous output 1281 l/h

Heat input 76.0 / 259.3 kW / Btu x 1000

10 min peak output* 1197 Litre

Recovery time 46 min

Continuous output 1635 l/h

Heat input 97 / 331.0 kW / Btu x 1000

10 min peak output* 1483 Litre

Recovery time 36 min

Size 360 x 300 x 330 (LxWxH) mm

Weight 10 kg

Air Flow 423 m³/h

Pressure 80 Pa

Fan Type Radial

Heat Capacity 3 kW

Max Heat Capacity 2625 kcal

Temp Increase 40°C ΔT

Power Supply 230, 50 V / ph / Hz

Max Current Absorbed 12 A

Power Connections 13A BS1363

Sound Pressure Level 45 dB(A)

Outlet Spigot 200 Ø mm

Overtemp Protection Yes

Phase Protection N/A

Max Ducting N/A 

Effective Area 72 m³

Castors Yes
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HEATERS

FAN HEATER 42
—›  HEATERS

HEATERS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

IDF 70
—›  HEATERS

FAN HEATER 9
—›  HEATERS

FAN HEATER 22
—›  HEATERS

Size 380 x 300 x 450 (LxWxH) mm

Weight 18 kg

Air Flow 1017 m³/h

Pressure 400 Pa

Fan Type BC impellor

Heat Capacity 13.9 kW

Max Heat Capacity 12161 kcal

Temp Increase 49°C ΔT

Power Supply 400/50 V / Hz

Max Current Absorbed 12 A

Power Connections 5 Pin 16A BS4343

Sound Pressure Level 55 dB(A)

Outlet Spigot 200 Ø mm

Overtemp Protection Yes

Phase Protection No

Max Ducting 15 m

Effective Area 102 m³

Castors Yes

Size 570 x 400 x 520 (LxWxH) mm

Weight 36 kg

Air Flow 2034 m³/h

Pressure 400 Pa

Fan Type BC impellor

Heat Capacity 14.5/22 kW

Max Heat Capacity 25284 kcal

Temp Increase 55°C ΔT

Power Supply 400/50 V / Hz

Max Current Absorbed 31 A

Power Connections 5 Pin 32A BS4343

Sound Pressure Level 57 dB(A)

Outlet Spigot 250 Ø mm

Overtemp Protection Yes

Phase Protection No

Max Ducting 20 m

Effective Area 696 m³

Castors Yes

Size 200 x 74 x 142 (LxWxH) mm

Weight 175 kg

Duty 70 kW

Fuel Consumption Oil 7.0 (l/hr)

Heated Air Flow 3800 m³/hr

Max Ventilator Back Pressure 200 Pa

Max Running Time at Full Load 17 Hours

External Tank Option Yes

Fuel Lines Max. Length 15 m

Power Consumption 4.0 A

Electrical Connections 16Amp 3pin CEE forme

Outlet Spignot 400 Ø mm

Chimney Size 180 Ø mm

Standard Chinmey Length 1 m

Max. Chimney Length 6 m

Thermostat Connection Yes

Size 1000 x 700 x 1100 (LxWxH) mm

Weight 130 kg

Air Flow 4000 m³/h

Pressure 600 Pa

Fan Type Radial

Heat Capacity 21/42 kW

Max Heat Capacity 36745 kcal

Temp Increase 60°C ΔT

Power Supply 400/50 V / Hz

Max Current Absorbed 62 A

Power Connections 5 Pin 32A BS4343

Sound Pressure Level 73 dB(A)

Outlet Spigot 500 Ø mm

Overtemp Protection Yes

Phase Protection Yes

Max Ducting 30 m

Effective Area 1008 m³

Castors Yes
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HEATERS
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HEATERS 

IDF 200
—›  HEATERS

HEATERS

IDF 100
—›  HEATERS

IDF 150
—›  HEATERS

CONVECTOR 2
—›  HEATERS 

Size 223 x 78 x 134 (LxWxH) m

Weight 340 kg

Duty 100 kW

Fuel Consumption Oil 10.9 (l/hr)

Heated Air Flow 10000 m³/hr

Max Ventilator Back Pressure 500 Pa

Max Running Time at Full Load 17 Hours

External Tank Option Yes

Fuel Lines Max. Length 25 m

Power Consumption 7.5 A

Electrical Connections
16Amp 3pin CEE forme plug (110v 
Option)

Outlet Spignot 500 Ø mm

Chimney Size 200 Ø mm

Standard Chinmey Length 1 m

Max. Chimney Length 15 m

Thermostat Connection Yes

Size 200 x 425 x 585 (LxWxH) mm

Weight 2.9 kg

Heat settings 3

Current Consumption 8.7 A

Power Supply 240/1/50 V / ph / Hz

Max Power Absorbed 2.0 kW

Power Connections 13 amp standard plug

Operating Costs (Based on 11pkW/
hr)

9p - 14p - 22p

Safety cut out Yes

Carry handle Yes

Size 246 x 84 x 151 (LxWxH) mm

Weight 385 kg

Duty 150 kW

Fuel Consumption Oil 14.8 (l/hr)

Heated Air Flow 11000 m³/hr

Max Ventilator Back Pressure 500 Pa

Max Running Time at Full Load 17 Hours

External Tank Option Yes

Fuel Lines Max. Length 25 m

Power Consumption 9 A

Electrical Connections 16Amp 5pin plug

Outlet Spignot 500 Ø mm

Chimney Size 200 Ø mm

Standard Chinmey Length 1 m

Max. Chimney Length 15 m

Thermostat Connection Yes

Size 231 x 80 x 135 (LxWxH) mm

Weight 545 kg

Duty 200 kW

Fuel Consumption Oil 18.2 (l/hr)

Heated Air Flow 12000 m³/hr

Max Ventilator Back Pressure 600 Pa

Max Running Time at Full Load 17 Hours

External Tank Option Yes

Fuel Lines Max. Length 25 horizontal m

Power Supply 400/3/50 V/Ph/Hz

Electrical Connections 32Amp 5pin plug

Outlet Spignot 600 Ø mm

Chimney Size 200 Ø mm

Thermostat Connection Yes
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HEATERS / 
THERMOREGULATORS

RADIATOR 2
—›  HEATERS 

TCU 95 9 42
—›  THERMOREGULATORS 

THERMOREGULATORS

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

TCU 95 18 75
—› THERMOREGULATORS 

TCU 95 36 250
—›  THERMOREGULATORS 

Size 680 x 250 x 595 (LxWxH) mm

Weight 46 kg

Max. Permissible Operating Temp. 95 °C

Process Pump Max. Flow rate 60 l/min

Process Pump Max. Pressure bar 3.8

Heating Capacity / Cooling 
Capacity

9/42 kW

Medium Temp. 90 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Nominal Current 14 A

Protection Class IP 54

Heat Transfer Medium 
Connections Suply/Return

G ½“

Cooling Water Connections 
Supply/Return

G ¼“

Size 245 x 420 x 630 (LxWxH) mm

Weight 9.6 kg

Heat settings 3

Current Consumption 11 A

Power Supply 240/1/50 V / ph / Hz

Max Power Absorbed 2 kW

Power Connections 13 amp standard plug

Safety cut out Yes

Carry handle Yes

Size 955 x 400 x 740 (LxWxH) mm

Weight 95 kg

Max. Permissible Operating Temp. 95 °C

Process Pump Max. Flow rate 70 l/min

Process Pump Max. Pressure bar 6.0

Heating Capacity / Cooling 
Capacity

18/42 kW

Medium Temp. 90 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Nominal Current 28 A

Protection Class IP 54

Heat Transfer Medium 
Connections Suply/Return

G ¾“

Cooling Water Connections 
Supply/Return

G ½“

Size 655 x 400 x 740 (LxWxH) mm

Weight 100 kg

Max. Permissible Operating Temp. 95 °C

Process Pump Max. Flow rate 150 l/min

Process Pump Max. Pressure bar 5.0

Heating Capacity / Cooling 
Capacity

36/250 kW

Medium Temp. 90 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Nominal Current 57 A

Protection Class IP 54

Heat Transfer Medium 
Connections Suply/Return

G 1“

Cooling Water Connections 
Supply/Return

G ¾“
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TCU 160 9 75
—›  THERMOREGULATORS 

TCU 160 18 200
—›  THERMOREGULATORS 

THE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

WWW.ICS CO O LE N E RGY.COM

TCU 160 36 200
—› THERMOREGULATORS 

TCU 160 72 200
—›  THERMOREGULATORS 

Size 1320 x 695 x 1275 (LxWxH) mm

Weight 120 kg

Max. Permissible Operating Temp. 160 °C

Process Pump Max. Flow rate 200 l/min

Process Pump Max. Pressure bar 5.1

Heating Capacity / Cooling 
Capacity

36/200 kW

Medium Temp. 130 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Protection Class IP 54

Heat Transfer Medium 
Connections Suply/Return

G ¼“

Cooling Water Connections 
Supply/Return

G 1“

Size 1320 x 695 x 1275 (LxWxH) mm

Weight 120 kg

Max. Permissible Operating Temp. 160 °C

Process Pump Max. Flow rate 200 l/min

Process Pump Max. Pressure bar 5.1

Heating Capacity / Cooling 
Capacity

72/200 kW

Medium Temp. 130 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Protection Class IP 54

Heat Transfer Medium 
Connections Suply/Return

G ¼“

Cooling Water Connections 
Supply/Return

G 1“

Size 1320 x 695 x 1275 (LxWxH) mm

Weight 120 kg

Max. Permissible Operating Temp. 160 °C

Process Pump Max. Flow rate 200 l/min

Process Pump Max. Pressure bar 5.1

Heating Capacity / Cooling 
Capacity

18/200 kW

Medium Temp. 130 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Protection Class IP 54

Heat Transfer Medium 
Connections Suply/Return

G ¼“

Cooling Water Connections 
Supply/Return

G 1“

Size 680 x 250 x 595 (LxWxH) mm

Weight 50 kg

Max. Permissible Operating Temp. 160 °C

Process Pump Max. Flow rate 60 l/min

Process Pump Max. Pressure bar 5.5

Heating Capacity / Cooling 
Capacity

9/120 kW

Medium Temp. 130 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Nominal Current 14 A

Heat Transfer Medium 
Connections Suply/Return

G ½“

Cooling Water Connections 
Supply/Return

G ¼“

THERMOREGULATORSTHERMOREGULATORS
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TCU 300 9 275
—›  THERMOREGULATORS 

TCU 300 36 450
—›  THERMOREGULATORS 

THE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

WWW.ICS CO O LE N E RGY.COM

TCU 300 54 450
—› THERMOREGULATORS 

Size 1465 x 695 x 1515 (LxWxH) mm

Weight 410 kg

Max. Permissible Operating Temp. 300 °C

Pump Magnetic-Coupled 
Peripheral 
Max. Flow Rate
Max. Pressure liquid column

150 l/min
70 m

Process Pump Max. Flow rate 200 l/min

Process Pump Max. Pressure bar 56

Heating Capacity / Cooling 
Capacity

36/450 kW

Medium Temp. 300 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Protection Class IP 54

Heat Exchanger 
Supply/Return

R ¼“

Size 1460 x 570 x 1275 (LxWxH) mm

Weight 310 kg

Max. Permissible Operating Temp. 300 °C

Process Pump Max. Flow rate 100 l/min

Process Pump Max. Pressure bar 80

Heating Capacity / Cooling 
Capacity

9/275 kW

Medium Temp. 300 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Protection Class Switch Cabinet IP 54 

Heat Exchanger 
Supply/Return

R 1“

Size 1465 x 410 x 1720 (LxWxH) mm

Weight 410 kg

Max. Permissible Operating Temp. 300 °C

Pump Magnetic-Coupled 
Peripheral 
Max. Flow Rate
Max. Pressure liquid column

200 l/min
56 m

Process Pump Max. Flow rate 150 l/min

Process Pump Max. Pressure bar 70

Heating Capacity / Cooling 
Capacity

54/450 kW

Medium Temp. 300 °C

Cooling Water Temp. 15 °C

Required Cooling Water Pressure 
bar

3-4

Operating Voltage 400/50/3 without N V/cyc./Ph

Protection Class IP 54

Heat Exchanger 
Supply/Return

R ¼“

COOL FAN 6000
—›  FANS 

Size 625 x 550 x 225 (LxWxH) mm

Weight 10 kg

Air Flow 6000 m³/hr

Power Requirements 200 V

Power Consumption 250 - 320 W

Power Supply 1.6 V / ph / Hz

Max Fan Speed 1000 RPM

THERMOREGULATORS
/ COOL FANS

THERMOREGULATORS
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—›  FITTINGS

COOL FAN 11,000
—›  FANS 

COOL FAN 14,500
—›  FANS 

EXTENSION LEADS 

BAUER ELBOW

PN16 FLANGE/BAUERS 
ADAPTERS

BAUER REDUCERS

16 A CEE m 5 10 25

32 A CEE m 5 10 25

63 A CEE m 5 10 25

125 A CEE m 5 10 25

120 mm2 5 10 25

240 mm2 5 10 25

Size 830 x 800 x 280 (LxWxH) mm

Weight 18 kg

Air Flow 11000 m³/hr

Power Requirements 50 V

Power Consumption 560 W

Power Supply 2.6 - 5.6 V / ph / Hz

Max Fan Speed 1210 RPM

Size 1150 x 930 x 840 (LxWxH) mm

Weight 40 kg

Air Flow 14400 m³/hr

Power Requirements 50 V

Power Consumption 900 W

Power Supply 8 - 12 V / ph / Hz

Max Fan Speed 1000 RPM

Various:

2” Bauer Elbow

3” Bauer Elbow

4” Bauer Elbow

Various:

2” PN16 Flange - 2” Bauer

2½” PN16 Flange - 2” Bauer

3” PN16 Flange - 2” Bauer

4” PN16 Flange - 2” Bauer

4” PN16 Flange - 4” Bauer

6” PN16 Flange - 4” Bauer

6” PN16 Flange - 6” Bauer

8” PN16 Flange - 6” Bauer

Various:

3” Bauer - 2” Bauer Set

3” Bauer M - 2” Bauer F

3” Bauer M - 2” Bauer M

4” Bauer -2’ Bauer Set

4” Bauer M -2” Bauer F

4” Bauer F - 2” Bauer M

4” Bauer -3” Bauer Set

4” Bauer M - 3” Bauer F

4” Bauer F - 3” Bauer M

FITTINGSFITTINGS
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—›  FITTINGS

BAUER/CAMLOCK ADAPTERS

CAMLOCK END TEES

BRANCH BAUER END TEES

REDUCING BRANCH TEES

BAUER TO CAMLOCK

WATERHOSES

AIR DISTRIBUTION

Pic.1

Pic.2

Pic.3 Pic.4 Pic.5

Various:

2” Bauer M - 1” Camlock F

2” Bauer F - 1” Camlock M

2” Bauer - 1” Camlock Set

4” Bauer - 4” Camlock Set

4” Bauer M - 4” Camlock F

4” Bauer F - 4” Camlock M

1” Camlock F End Tee

1” Camlock M End Tee

Various:

2” Bauer F End Tee

2” Bauer M End Tee

4” Bauer F End Tee

4” Bauer M End Tee

Various:

2” Bauer Tee - 1” Camlock

4” Bauer Tee - 1” Camlock

4” Bauer Tee M - 2” Branch F

4” Bauer Tee F - 2” Branch M

4” Bauer Tee - 2” Branch

6” PN16 Flange Tee - 4” PN16 Flange Branch

8” PN16 Flange Tee - 6” PN16 Flange Branch

Various:

2” Bauer - 1” Camlock F Set

2” Bauer - 1” Camlock M Set

4” Bauer - 1” Camlock F Set

4” Bauer - 1” Camlock M Set

1” in 5m/10m with Camlock

2” in 5m/10m with Bauer

4” in 5m/10m with Bauer

Transition Piece / Spigot Pic. 1

Flexi Ducting 
Grey = S + D
Black = Heater

Pic. 2

Y Piece Pic. 3

T Piece Pic. 4

Elbows Pic. 5

—›  FITTINGS

FITTINGSFITTINGS
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PUMPS

WATERTANKS

HEAT EXCHANGER

WWW.ICS CO O LE N E RGY.COMTHE TEMPERATURE CONTROL SPECIALISTS.
SALES. HIRE. SERVICE.

50 kW

200 kW

1000 kW

Buffercube 1000 Litre

Buffertank 2600 Litre

Buffertank 3635 Litre

1.5 kW - 30 kW

—›  ANCILLIARIES 



WE MAKE IT WORK
THE TEMPERATURE CONTROL SPECIALISTS.
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hire@icscoolenergy.com


